[bookmark: _GoBack]虚拟机VMware Workstation (5.0 build-13124) 下
MS-DOS系统安装局域网安装

1、下载虚拟机安装文件：虚拟机之家 软件下载
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2、 安装VMware 选好路径一路next
3、 建立新的虚拟机
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选择new virtual machine （新虚拟机）
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点“下一步”
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选Typical（典型）安装
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选择要定义的操作系统，我这里选other-ms-dos
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下一步
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设置virtual machine name（虚拟计算机名称），我这设置为POS
设置路径 我这选择默认的路径-可以自由设定
下一步
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选择network connection（网络连接）模式
我这选择的是第一种“桥接”模式，在此种模式下，虚拟机内部的网卡直接连到了物理网卡所在的网络上,可以想象为虚拟机和host机处于对等的地位,在网络关系上是平等的,没有谁在谁后面的问题。这样和公司局域网内的pc都可以互连。
下一步
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设置磁盘容量 可以自由配置 我这配置了2G
完成 其他设置可以到虚拟之家看教学文档，我这里就不多说了

4、 启动虚拟机
选择刚配置好的虚拟机POS（我这已经安装好了，以hhh代替）
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由于我是用MS-DOS7.1光盘安装盘（iso镜像文件）得设置一下光驱连接设置
双击右下窗口内的CD-ROM(IDE 1:0) 
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connection （连接）下有两个选择Use physical drive（应用物理驱动器）和
Use ISO image（应用ISO镜像），我选择Use ISO image 设置好镜像路径
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Ok


启动虚拟机 点击启动键启动
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5、安装MS-DOS7.1
进入启动界面后 点击键盘Esc键（注意键盘和鼠标操作都要加载到虚拟机系统，启动虚拟机后鼠标点击虚拟机界面）选择启动路径-3 .从光盘启动
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进入MS-DOS安装界面
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安装过程没什么，我就省略了。


安装完毕重启后进入dos系统界面
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6、 安装Microsoft Network Client 3.0
    需要工具：
磁盘两张
Microsoft Network Client 3.0安装文（DSK3-1.EXE、DSK3-2.EXE）
AMD PCNET网卡 DOS驱动程序（oemsetup.inf、pcntnd.dos）

插入Microsoft Network Client 3.0 安装盘1 
A:\setup  回车
弹出安装选择界面
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现在安装 点击“Enter”
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输入安装路径，一般选择默认c:\ 回车
弹出网卡类型选择界面
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原版安装盘内没有amd pcnet的选择，需要加载驱动；选择*network adapter not shown on list below…
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将网卡驱动程序盘插入，输入路径 回车
一切正常的话出现驱动安装界面
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回车
出现提示[image: 23]
再回车
出现user name 设定画面
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自由定义用户名  回车
进入到设置界面
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Change name (更改名称—用户名、机器名、工作组名、域名)
Change setup options (变更选项设置—工作组域设置、启动设置、域登陆设置、 网络信息热键设置)
Change network configuration(更改网络设置-网卡、网络协议、变更设置)
--------------------------------------------------------------------------------
用上下键选择Change name 回车
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在这个界面里变更设置：
例子：把工作组名由WORKGROUP变更成MSHOME

用上下键选择到change workgroup name   回车
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把原来的名称清掉，重新输入MSHOME 然后回车
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返回上级界面后看到工作组名称已成功变为MSHOME了。其他的设置操作上一样。可自由设定。选择最下面提示条，回车，返回主设置界面
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--------------------------------------------------------------------------------
用上下键选择chang setup options 回车
进入配置界面
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选择change redir options 回车
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第一个 所有标准的工作组功能
第二个 包括所有标准工作组、域以及高级网络服务功能。
一个大的综合局域网内有各种不同的网络设置、应用以及服务工能，我这选择第二项。
确认，回车
--------------------------------------------------------------------------------
用上下键选择chang startup options 回车
进入配置界面
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第一项为系统启动时加载network client
第二项为加载时弹出信息（占29k，好大）
第三项为不加载
选择第一项，回车 返回上级界面
--------------------------------------------------------------------------------
用上下键选择chang logon validation 回车，进入设置界面
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第一项为不登陆域
第二项为登陆域
公司局域网没有设置域，选第一项。回车，返回上级界面
[image: 33]
再回车，返回主设置界面


--------------------------------------------------------------------------------
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看到界面上name:和setup options:的信息就是我们上几步设置的配置。
用上下键选择change network configuration 回车，进入设置界面
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按“Tab”键，切换到上面窗口，用上下键选择nwlink ipx compatible transport 协议
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再按“Tab”键切换到下面窗口，用上下键选择remove（移除），回车
这时就没有网络协议了，系统自动进入协议设置界面让你选择添加一个协议
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用上下键选择microsoft netbeui协议，回车
协议就加载上去了
[image: 38]
用上下键选择add protocol（加载协议），回车，我们再加载一个协议microsoft tcp/ip ，回车

看，现在网络配适器下加载了两个协议
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网卡我们就不修改配置了，反正我从来都是默认
Microsoft netbeui协议也就不修改了，默认值就行了
按“Tab”键切换到上面窗口，用上下键选择Microsoft TCP/IP( 千万不要回车)，再按“Tab”键切换到下面窗口，用上下键选择change settings 
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回车，进入设置界面：
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Drivername=TCPIP$ 在此不能修改
Disable Automatic Configuration=1（参数0 ；1）0代表应用DHCP自动获得地址；1 代表不自动获得地址。 我用的是手动配置地址。
IP Address=192 168 1 248 这是我手动加载的地址，注意地址间隔要用空格键分开，不是我们传统用“.”来分隔的。这可以根据情况自由配置。
IP Subent Mask=255 255 255 0 子网掩吗
Default Gateway 0=192 168 1 200 默认网关
Default Gateway 1=               网关2
Netbios Sessions=6               默认
修改完后回车，回到上级界面
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确认无误后回车返回主界面
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确认无误后回车，继续安装。安装界面
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然后会提示你插入pcnet的驱动盘
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插入驱动盘，设置好路径，回车
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正在配置。然后提示你插入2#安装盘
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插入第二张安装盘，回车
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正在配置。然后会提示你插入第一张安装光盘
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插入第一张安装光盘，回车，继续安装。
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安装完毕，回车，重新启动；按F3不重启退出；
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一般重启一下，让系统自己加载网络设置。回车，系统重启（别忘了把软盘拿出来）







系统启动后，自动加载网络
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先加载的MS-DOS LAN Manager v2.1 netbind
再加载MS-DOS TCP/IP 1.0a
加载NET，提示你输入你的用户名，回车默认提示
提示你输入密码---默认为空，回车
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接下来是问你要不要创建这个用户的密码文件，及输入密码
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直接回车为no，不创建。可根据需要自由创建。
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好了，全部加载完毕。可以看看能不能连局域网了
输入c:\net
进入配置界面
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按“Tab”键切换指令到[ Browse]，回车。
进入到“Browse”（浏览）窗口
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我们看到上面界面是网络内的计算机名，下面界面是该机的共享文件夹。
好了，我们选择计算机名为：HUANGYAN 下的posshare文件夹，回车
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我们看“currene connections”（当前连接）下，有一条
E:  is \\HUANGYAN\POSSHARE
指的是把我们刚才选定的在计算机HUANGYAN下的共享文件POSSHARE影射到 E:驱动器
我们以后只要在DOS下输入指令e:\
就能共享posshare文件夹了。
按“Tab”切换到[EXIT]，回车
C:\>e:\
E:\>dir/w
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看，共享文件夹已经影射到E：驱动器，文件已经能调用了。

好了，说这么多也该歇歇了。
注意事项：xp系统里默认没有NetBEUI 协议，需要手工加载。
在xp安装盘里：
etBEUI (NBF) 是一个不可路由的协议，适用于小规模的网络。
Microsoft Windows 不再支持此协议。如果产品支持人员提示您
安装此协议作为临时解决方法，请按照下面的指示进行。

在 Windows XP 和 Windows 2002 上安装 NetBEUI 协议的方法。

* 复制 nbf.sys 到 %SYSTEMROOT%\SYSTEM32\DRIVERS\ 目录
* 复制 netnbf.inf 到 %SYSTEMROOT%\INF\ 目录
* 打开网络连接属性，单击 "安装..." 按钮来安装 NetBEUI 协议
祝大家玩得愉快！
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Welcome to Setup for Microsoft Network Client for MS-DOS.
Setup prepares Network Client to run on your computer.

% To get additional information about a Setup screen,
press F1.

To set up Network Client now, press ENTER.

To quit Setup without installing Network Client,
press F3.
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Setup will place your Network Client files in
the following directory

If this is where you want these files, press ENTER
If you want Setup to place the files in a different

directory, type the full path of that directory, and
then press ENTER.
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[Setup for Microsoft Network Client u3.8 for MS-DOS
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3Com
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3Com
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3Com
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Anplicard AC 218/AT

ARCNET Compatible
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Artisoft AE-2 or AE-3

Artisoft AE-2 (MCA) or AE-3 (MCA)
Cabletron E2888 Series DNI
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Please specify the location (path) of the OEM driver you
want to use.

If the specified path is correct, press ENTER. To specify
a different path, type it, and then press ENTER
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Select an adapter from the list below.
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[Setup for Microsoft Network Client u3.8 for MS-DOS

User Name is the name that identifies you in your workgroup
Choose a name that is unique in your workgroup

A user mame can have up to 2@ characters, and can contain
letters, mumbers, and these characters:

# % x & (" R
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etup for Microsoft Network Client u3.8 for MS-DOS

Nanes:
Your User Name is hugh

Setup Options:
Use the Full Redirector
Run Network Client.

Network Configuration:
Modify your adapter and protocols with this option

Change Names
Change Setup Options
Change Network Configuration
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[Setup for Microsoft Network Client u3.8 for MS-DOS

This screen allows you to change your user name, computer name
workgroup name, and domain name

Change User Name : hugh
Change Computer Name : hugh

Change Workgroup Name : WORRGROUP
Change Domain Name  : WORRGROUP
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Horkgroup Name is the mame of the workgroup you belong to

A workgroup name can have up to 15 characters, and can
contain letters, numbers, and these characters:

towo$ % & ()" R

Horkgroup Nane: TN
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[Setup for Microsoft Network Client u3.8 for MS-DOS

This screen allows you to change your user name, computer name
workgroup name, and domain name

Change User Name : hugh
Change Computer Name : hugh
Change Workgroup Name : MSHOME
Change Domain Name  : WORRGROUP





image29.png
[Setup for Microsoft Network Client u3.8 for MS-DOS

This screen emables you to change your redirector
startup, logon, and net pop-up options

Change
Change
Change
Change

Redir Options
Startup Options
Logon Ualidation
Net Pop Hot Rey

: Use the Full Redirector.
: Run Network Client.

: Do Not Logon to Domain.
PN
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Network Client for MS-DOS provides two redirector
files: basic and full. You can specify which redirector
you want to use.

The basic redirector provides all standard workgroup
functions, such as comnecting, discomnecting, and
brousing. It uses less memory and disk space tham the
full redirector.

Use the full redirector if you need to logon to a
Microsoft Windows NT or LAN Manmager domain, or if you
run prograns that use advanced network functions, such
as named pipes.
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etup for Microsoft Network Client u3.8 for MS-DOS

Setup can configure your computer to automatically carry out
the following tasks every time you turn your computer on:

* Start Network Client

* Load the pop-up interface into memory
(The pop-up interface uses about 29K of memory.)

Use the UP or DOMN ARRON key to select a startup option from
the following list, and then press ENTER

Run Network Client and Load Pop-up.
Do Not Run Network Client.
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etup for Microsoft Network Client u3.8 for MS-DOS

You can choose to logon to a Microsoft Windows NT or
LAN Manager domain each time you log on

Use the UP or DONN ARRON key to choose an option from
the following list, and then press ENTER

Logon to Doma
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[Setup for Microsoft Network Client u3.8 for MS-DOS

This screen emables you to change your redirector
startup, logon, and net pop-up options

Change
Change
Change
Change
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Startup Options
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Net Pop Hot Rey
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Names :
Your User Name is HUGH

Setup Options:
Use the Full Redirector
Run Network Client.

Network Configuration:
Modify your adapter and protocols with this option

Change Names
Change Setup Options
Change Network Configuration
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Use TAB to toggle betueen boxes

Installed Network Adapter(s) and Protocol(s):

NHLink IPX Conpatible Transport

Options:

Change Settings
Remove

Add Adapter

Add Protocol
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Use TAB to toggle betueen boxes

Installed Network Adapter(s) and Protocol(s):

AMD Pcnet family Ethernet controllers

Options:
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Remove
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Select the protocol used on your network

Other protocol

Microsoft TCP/IP
NHLink IPX Conpatible Transport
MS-DLC
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Use TAB to toggle betueen boxes

Installed Network Adapter(s) and Protocol(s):

Microsoft NetBEUI

Options:

Change Settings
Remove

Add Adapter

Add Protocol
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[Setup for Microsoft Network Client u3.8 for MS-DOS

Use TAB to toggle betueen boxes

Installed Network Adapter(s) and Protocol(s):

Microsoft NetBEUI
Microsoft TCP/IP

Options:

Change Settings
Remove

Add Adapter

Add Protocol





image40.png
[Setup for Microsoft Network Client u3.8 for MS-DOS

Use TAB to toggle betueen boxes

Installed Network Adapter(s) and Protocol(s):

AMD Pcnet family Ethernet controllers
Microsoft NetBEUI

Options:

Remove
Add Adapter
Add Protocol

Network configuration is correct.
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[Setup for Microsoft Network Client u3.8 for MS-DOS

The settings for your protocol driver are listed below. If
all the settings are correct, select The Listed Options
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